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• Collaboration LERMA (A. Maestrini) – C2N (Y. Jin) – CNES (C. Goldstein) 
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Premières diodes discretes pour le mélangeur @330 GHz 

@330GHz et 300 K
Tmixer = 2000 K
Conversion Loss = 10 dB
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Doubler @300GHz : RF test

• Conversion efficiency ~ 15-22% @ 310-360GHz
• ~1600 hours of continuous operation at 45mW – no sign of aging
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LERMA 600GHz Receiver Sensitivy

 296K - Raw data

SHM600GHz SN03 Measured at LERMA by F. Tamazouzt, A. Féret, A.
Maestrini, Diego Moro Melgar & Raffaello Ferone - April-September 2015

With Miteq 4-8GHz AFS4-0400 0800-07-10P (296K) / Low Noise Factory 1-12GHz LNF-
LNC1_12A (134K) & 4.0-8.0GHz Intermediate Frequency Filter

Goal @ 120K
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Doubler @600GHz
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Assembly: T. Vacelet (LERMA)
100µm

LERMA 1080-1280GHz
Sub-harmonic Schottky Mixer for JUICE-SWI
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Juin 2018 - Flight devices D300 and D600





Conclusions

• 12 ans de travail productif

• La technologie de fabrication développée au LERMA-LPN permet
de réaliser les diodes Schottky très performantes!

• MMIC Doubleurs de fréquence @300GHz et @600GHz ont
montrés des performances supérieures aux spécifications
demandées et sont selectionnées pour le JUICE-SWI

• MMIC Mélangeur de fréquence @600 GHz avec faible température
de bruit – record mondial!

• MMIC Mélangeur de fréquence @1200 GHz permet d’augementer
la sensibilité de l’instrument et diminuer le temps d’acquisition


